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Features:
1. Robust and durable stainless steel enclosure, sealing design, Explosion-proof and waterproof, Sealed I/O with 
cable set included.
2. 15'' Industrial LCD panel.
3. Wide temperature range: operating: -20 to 70°C, storage: -30 to 80°C.
4. High performance mainboard, 7x24 continuous operation.
5. Wide voltage support: 9V-36V.

Model:SL15W

LCD panel

Panel size 15"
Resolution 1024*768
Aspect ratio 4:3
Brightness (cd/m²) 500 nits
Contrast ratio 1000:1
View angle 80°/80°/80°/80° (R/L/U/D)
Support Color 16.7M 
Backlight WLED, 50K hours
External I/O Ports
Video input 1*HDMI 

VGA optional

Power Supply
Working voltage DC 9-36V

Power consumption 25W

Power adapter AC 100 ~ 240V input and DC +12V@7.5A MAX output, 90W



OSD 
Menu Functions Brightness, Contrast, Screen Setting, Color Temp, OSD Language, Auto Adjust, Reset 

etc.
Support languages English, Français, Español, Português, Deutsch, Italiano, Nederlands, Svenska, Suomi, 

Polski, čeština, Русский, 한국어 ,日本語, 繁體中文，简体中文

Support OS Windows XP, Windows /7/8/10, Linux, Mac OS X, Android, ect.

Enclosure
Material Stainless steel

Color Silver

Mounting VESA mount 75/100mm, Panel mount

IP rating Full IP65 waterproof

Cooling system Passive - Fanless

Operating Environment

Temperature Range Operating: -20 °C ~ 70°C  (-4°F ~158°F)
Storage: -30 °C~80°C  (-22°F ~176°F)

Relative humidity operating: 10% to 90%, storage: 5% to 90%

Other
Warranty 1 year warranty
Certificates CE, FCC, RoHS


