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Features:
All aluminum alloy structure, Fan design
1x MSATA, 1x SATA
Support WIFI/3G/4G module
2G independent graphics card, GT1030
Working: -20-70℃

Model: SM702-1

PC
CPU Intel® Core i3-4160
Chipset Intel Chipset H81
Memory 1x DDR3 SO-DIMM, Max 32GB

Storage
1*mSATA storage, full length card
1*SATA3.0 interface

Graphics 2G independent graphics card, GT1030
Audio Integrated Cmedia HS_100B USB audio chip
Network 2*Intel i211-AT Gigabit LAN chips, support network wake-up/PXE function
Wireless WIFI/Bluetooth, 4G Optional

BIOS AMI EFI BIOS

WDT Support hardware reset (256 level, 0-255 sec)

Operation System Support Windows 7/8/10,  Linux, Ubuntu, Debian etc.

Other Power-on, timed power-on, network wake-up, PXE boot, watchdog (level 0 to 255)

I/O



Front I/O

2x USB3.0  4*USB2.0
1x PS/1
6x COM(COM2 and COM3 support standard RS232, RS485, RS422 optional, BIOS settings)
2x RJ45
1x Line-out
1x MIC IN
2x VGA(Unavailable ）
1x AC100-240V
1x HDMI
1x DVI

Rear I/O
1x On/Off Button
2x USB2.0

Power Supply

Working voltage AC 100~240V

Power consumption 20W

Enclosure

Material Aluminum alloy

Color Black

Cooling system Passive - Fan

Operating Environment

Temperature Range Operating: -20 to 70°C, storage: -30 to 80°C

Relative humidity Up to 90% at all relevant temperatures

Vibration GB/T 2423.10-2019

Shock GB2423.5 

EMC Class B

Packing Details

Product weight Net weight 3.97kg

Product dimension 262*236*130mm

Packing info 1pcs/ctn  48×37×35cm  5kg
Accessories Power cord, power adapter, mounting edge strip, mounting screws



Other

Warranty 2 years warranty
Certificates CE, FCC, RoHS

Product dimension


